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CONDUIT SIGNAL EQUIPMENT |

NEW EXISTING  DESCRIPTION HA. i
EXISTING DESCRIPTION REGISTEED ELECTRICAL ENGINEER /
LIGHTING CONDUIT, UNLESS OTHERWISE

INDICATED OR NOTED

Z
=

qF— PEDESTRIAN SIGNAL HEAD October 19, 2018

PLANS APPROVAL DATE
THE STATE OF CALIFORNIA OR 175 OFFICERS
|OF ACENTS SHALL NOT BE RESPONS/BLE FOR

) PUSH BUTTON ASSEMBLY POST 72c ACCaRACy OF COUFLETENESS OF ScanheD

_ —_———— TRAFFIC SIGNAL CONDUIT

COMMUNICATION CONDUIT

TELEPHONE CONDUIT
TO ACCOMPANY PLANS DATED

FIRE ALARM CONDUIT P PEDESTRIAN BARRICADE
FIBER OPTIC CONDUIT
CONDUIT TERMINATION - - VEHICLE SIGNAL HEAD
CONDUIT RISER ATTACHED TO THE
STRUCTURE OR SERVICE POLE et — VEHICLE SIGNAL HEAD WITH ANGLE VISOR
NOTES:
MODIFICATIONS OF BASIC SYMBOL: . . .
SERVICE EQUIPMENT - "L" INDICATES ALL NON-ARROW SECTIONS LOUVERED 1. All signal sections shall be 12" unless
PV "LG" INDICATES LOUVERED GREEN SECTION ONLY shown otherwise.
"PV" [NDICATES ALL 12" SECTIONS PROGRAMMED VISIBILITY
NEW EXISTING DESCRIPTION "g" INDICATES ALL 8" SECTIONS (ONLY WHEN SPECIFIED) 2. Signal heads shall be provided with
OH oh backplates unless shown otherwise.
—_—-2 . 9 OVERHEAD LINES
8 VEHICLE SIGNAL HEAD CONSISTING OF RED, YELLOW AND
.U - GREEN LEFT ARROW SECTIONS
+ L WOOD POLE, "U" INDICATES UTILITY OWNED
_ = VEHICLE SIGNAL HEAD CONSISTING OF RED AND YELLOW
3

SECTIONS WITH AN UP GREEN ARROW SECTION
- == POLE GUY WITH ANCHOR

N NEW EXISTING JESCRIPTION
" ¥EEIL%EASIDGNGALEEHEASDEC(% SESCTWIIOTNH) ggEEIaTIANGD OGF EREED, D SINGLE POST, SINGLE SIGN,
A1 - OW AND GREEN ON OW AND GREEN = BALANCED BUTTERFLY
L, UTILITY TRANSFORMER - GROUND MOUNTED i RIGHT ARROW SECTIONS
([N=0 SINGLE POST, DOUBLE SIGN,
m . - BALANCED BUTTERFLY
a ~ TYPE 15TS STANDARD WITH VEHICLE SIGNAL HEAD, N
-=4 SERVICE EQUIPMENT ENCLOSURE TYPE. L PEDESTRIAN SIGNAL HEAD, AND LUMINAIRE \ SINGLE POST, SINGLE SIGN,
el DOOR INDICATES FRONT OF ENCLOSURE ’]}»/ o) FULL CANTILEVER
N
~

DOUBLE POST, SINGLE SIGN
TELEPHONE DEMARCATION CABINET

1 SINGLE SIGN MOUNTED ON
STRUCTURE

POLE-MOUNTED SERVICE DESIGNATION
SYMBOL DESCRIPTION
TYPE H SERVICE, 28°-10" TYPE OF INSTALLATION AND

POLE HEIGHT ABOVE GRADE

STANDARD WITH LUMINAIRE AND SIGNAL MAST ARMS AND
ATTACHED VEHICLE SIGNAL HEADS

SINGLE POST, SINGLE SIGN,
FULL CANTILEVER WITH ELECTROLIER
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DOUBLE POST, SINGLE SIGN
WITH ELECTROLIER
TYPE 1 STANDARD WITH ATTACHED VEHICLE SIGNAL HEADS
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ARM
ATTACHED VEHICLE SIGNAL HEADS AND INTERNALLY
ILLUMINATED STREET NAME SIGN

gL-S3 dSH NV1d dHVANV1S d3sSIA3H 8loe

£ 7‘:‘_8 STANDARD WITH A SIGNAL MAST
ooy

FLASHING BEACON

-8 V3L 4t e

NEW EXISTING DESCRIPTION
=z/ CONTROLLER ASSEMBLY. DOOR INDICATES FRONT OF CABINET
FLASHING BEACON (ONE VEHICLE SIGNAL
RM— RYT - HEAD WITH BACKPLATE AND VISOR)
"R" INDICATES RED INDIC STATE OF CALIFORNIA
"Y" INDICATES YELLOW INDICATION o GUARD POST DEPARTMENT OF TRANSPORTATION
-~
Y Yo OPTICAL DETECTOR FOR THE EMERGENCY ELECTRICAL SYSTEMS
17 -
[ FLASHING BEACON WITH TYPE 15-FBS — VEHICLE DETECTION (LEGEND)
Y Y = STANDARD AND A SIGN.
NO SCALE
o2
23 FLASHING BEACON WITH TYPES 9, 9A OR 98 SIGN RSP ES-1B DATED OCTOBER 19, 2018 SUPERSEDES STANDARD PLAN ES-1B
S UNLESS OTHERWISE SPECIFIED OR INDICATED DATED MAY 31, 2018 - PAGE 476 OF THE STANDARD PLANS BOOK DATED 2018.
R R R R

|[REVISED STANDARD PLAN RSP ES-1B
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